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MD 175 (ANNAPOLIS ROAD) IS ASSUMED
TO RUN IN AN EAST-WEST DIRECTION.
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GENERAL NOTES

1. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TQ INSTALLING PROPOSED
CONDUIT RUNS. IF ANY UTILITY CONFLICTS SHOULD ARISE. THE CONTRACTOR SHALL CONTACT
THE PROJECT ENGINEER.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOYING UNUSED CABLES FROM EXISTING
HANDHOLES AND CONDUITS UTILIZED FOR THE INTERCONNECT RUN.
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CONSTRUCTION DETAILS
A. INSTALL 3” SCHEDULE 80 RIGID PVC CONDUIT (TRENCHED). INSTALL 12—-PAIR COMMUNICATION CABLE.
B. USE PROPOSED HANDHOLE (SEE SIGNAL PLAN) FOR  INSTALLATION OF 12-PAIR COMMUNICATION CABLE STATE OF MARYLAND
C. USE PROPOSED 3” SCHEDULE 80 RIGID PVC CONDUIT-SLOTTED (SEE SIGNAL PLAN) FOR INSTALLATION DEPARTMENT OF TRANSPORTATION
OF 12-PAIR COMMUNICATION CABLE. STATE HIGHWAY ADMINISTRATION
D. USE PROPQSED 3“ SCHEDULE 80 RIGID PVC CONDUIT-TRENCHED (SEE SIGNAL PLAN) FOR INSTALLATION OFFICE OF TRAFFIC & SAFETY
OF 12-PAIR COMMUNICATION CABLE. TRAFFIC ENGINEERING DESIGN DIVISION
E. USE PROPOSED 4” SCHEDULE 80 RIGID PVC CONDUIT-TRENCHED (SEE SIGNAL PLAN) FOR INSTALLATION ' MD 175 (ANNAPOLIS ROAD) AT
OF 12-PAIR COMMUNICATION CABLE. MD 713 AND 26TH STREET/DISNEY ROAD
F. USE PROPOSED BASE MOUNTED CABINET AND CONTROLLER. CONNECT 12-PAIR COMMUNICATION CABLE
TO PROPOSED CONTROLLER (SEE SIGNAL PLAN). : ‘ HANOVER & FORT MEADE, MD
APPROVALS N m=wosx /| TRAFFIC SIGNAL INTERCONNECT PLAN
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